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Thanks to Professor Ramesh Gaonkar for submitting these erros.
	Page
	Line
	Text
	Correction

	138
	Program 5.4 Program 5.6
	Divided  by10,000
	Repeated 10,000 time or reload count is 10000. The comment is misleading. For calculations it is fine.  This is repeated most timer programs. 

	140
	Line 7 from  the end
	ARP
	ARR 

	140
	Last line
	ARP
	ARR 

	147
	Lines 2 & 3
	AAR
	ARR

	157
	Section 5.3
	AAR
	ARR 

	155
	Line 7
	AAR
	ARR

	190
	Line 4 in Program 
	Void DelayMs (int n)
	Delete -  it does not belong in the program 

	191
	Pro. 6.5
	Void DelayMs (int n)
	Delete -  it does not belong in the program 

	191
	Lines-7&8
	PERIOR
	PERIOD

	
	
	
	

	
	
	
	

	315
	Line just above Prog. 11.1
	CCRx/APR
	CCRx/ARR

	316
	Line above Figure
	Also notice on order to
	Also notice, in order to enable the output, we

	319
	Line 7
	TIM8 → CCMR1 =0x0060
	TIM8 → CCMR1 =0x0068

	
	
	
	

	Date 
	12/09/18
	
	

	205
	Bit10- Bit8
	1 = ADC Clock disabled

Three statements ADC3EN to ADC1EN
	ADC Clock Enabled

Three statements need to be corrected

	199
	Table 7.3
	Column 2 0 to 4.096
	2 to 4.96

	204 & 208
	Figure 7.7

Table 7.6
	VBAT and Vsensor
	Figure 7.7 shows they are connected Channel 18

Table 7.6 shows Vsensor is connected to Ch.16

	224
	Example 7.4
	Iout = 2 mA / 255
	Should be  Iout = 2 mA / 256

	226
	Line 3
	DAC holing
	DAC Holding

	
	
	
	

	
	
	
	


